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SOUNDINGS TAKEN BY: R. GORSKI AND PARTY

SOUNDINGS VERE TAKEN ON OCTOBER 29, 2002
THROUGH OCTOBER 31, 200Z.
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ABOVE MEAN WATER LEVEL, RIMOUSKI, <
(IGLD 1985), (INTERNATIONAL GREAT LAKES
DATUM 1985) .

PROJECT DEPTH IS 12.0 FEET.

THE INFORMATION DEPICTED ON THIS MAP
REPRESENTS THE RESULTS OF SURVEYS MADE ON
THE DATE INDICATED AND CAN ONLY BE
CONSIDERED_AS INDICATING THE GENERAL
CONDITION EXISTING AT THAT TIME.

THIS DRAWING WAS PREPARED USING A CADD SYSTEM.
TO VIEW A COLOR VERSION OF THIS MAP. POINT

YOUR WEB BROWSER 7O ht1p://www.Irb.usace.
army.mil/waterways/survey/survey.htm

THE FILES USED IN THE PREPARATION OF THIS
DRAWING ARE ON DISK: HARBOR 2002
FILES: NIAO2P.DGN
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Philip  A Newman
This file is the Project Condition 2002 sounding sheet 1 of 4 covering the southern quater of the Niagara River Channel from the North Tonawanda Harbors.  Any shoaling is  shown by the red coloring with a Project depth of 12.0'. 


